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Comparison between Competitors:  WP Pro Performance Brake Upgrade Kits 
 

     PFS Performance    A Company 
Calipers    6061 T6 Aluminum Alloy  Low cost Aluminum 
     Forged Process    Die Casting Process 
     CNC Billet     CNC Area Machined 

Black (Anodize)       Grey (Painting) 
     6 pot (Stainless Steel 304)  4 pot(Aluminum 6061T6) 
     Stainless Steel Heat Covers  No 
     Radial type     Radial type  
     Stainless Steel Bleeder   Normal Steel Bleeder 

3 seals      2 seals 
External Cross pipe 6.3mm  External Cross pipe 4mm 

Disc Rotors   FC28-30 (Cast Iron)    FC24-26 (Cast Iron) 
Cured vent (Fan)    Cured vent (Fan) 

     336mm x 30mm    330mm x 28mm 
     Heat treatment (2 times)   No (May be one time) 
     48 Cross drill     No, only slotted 

Balance     below 3-5grams    8-10grams (may be more) 
Run out    0.02mm      0.05 - 0.07mm 
Center Hats   Aluminum (Color key)   Aluminum (Black) 
     Special machined    Normal machined  
     M8 bolts & nuts    M6 bolts & nuts  
     Stainless Steel Bolts   Normal Steel Bolts 
     12 Safety Lock Nuts   No 

Brackets    Ductile (Very Strong)   Aluminum Alloy 
4 years run out 0.04mm   1 year Max (distortion) 

     Gold Color     Grey Color 

Brake Hoses   tested 4000psi     tested 1000psi 
Pads    Special Combination with Rotors No 

Sport Racing     Normal pad supply 
Street Performance    Normal pad supply 

     Stainless Cover for pads   No 


